Classé Audio
SSP-25 RS-232 port information

RS-232 type serial communication connector for controlling the A/V controller
with a home automation system.

- 9600 bps

- no parity

- 8 bits

- 1 stop bit

- 9 pin female D-connector, pin 2: receive data, pin 3: transmit data, pin 5:
signal ground

-  Command set “Winona”.

- IR jacks, Xantech compatible IR input and repeater output connectors, 3.5 mm
mono phono jacks: Input optocoupled, input impedance 24 ohms, output +5V
max.

- D-25 analog output connector, arranged according to THX single-ended output
standard: DC trigger connected to pin 13, ground 25 (and 24) level +5 V,
impedance 100 ohms.

- XLR balanced outputs for main channels, gain over single-ended outputs is
+6dB.



Classé SSP-25 serial communication command set

Command

power
display
video
audio

mode

mada

mute
wolume
compression
thx

button
button
button
button
setup

<2nd paramaters
crim

<2nd parameter>
format
hella
version

upgrade

"hello service" will enable the servicing mode, which allows program upgrades to be performed
"upgrade download" will download a new microcontroller program code, "upgrade delete” will delete the upgrade

Parameter list

<gmpty string (toggle)=
=emptly string (toggle)>
<amply string (nextje
<empty string (next)>
<gmpty string (next)

<gmply string (topgle)=
<any siring (signed bytej>
<empty string (toggle)>
<agmply string (topgla)>

<any string [signed byte)>
zany string [signed byte)>

<amy siring [string)=

sarvice

T

download

toggle
toggle
naxt
next
naxt
stereosurround
toggle
up
toggle
togglea
Mernu

avd
modeprawv
mute

center
up

delete

on

on

prev

prev

prev
dolbyprologic
oo

down

on

on

enter

avi
modenaxt
wvolumedown

right
down

"power factory” will start the original program code without deleting the upgraded code.

There is no need to publish the "service" parameter for the "hello" command, or the "upgrade" command at all, they are meant for Classé service use.

At the moment the program upgrade possibility is untested and not officially announced.

off

off

avl

wideo

auto
dolbydigital
aff

aff

off

up

avd

auto
wolumeup

CSULr

factary

ay?

audl
bypasa
dtscinema

down
audl
display

lsurr

avi

audz
mansg
dtsmusic

left
aud?
standby

sub

avd
aud3

right
aud3



Classé SSP-25 serial communication examples

bold lines are sent to the SSP-25 via the serial link, others are responses from the SSP-25

reset

power
pOWer on
mute on
mute off
video av
audio avi
mode sterso
format analog

video avd

video avd

audic avd

mode dalbyprologic

format dolbydigital2ch 2/0.0pl

display off
display on

display off
display off
display

display on
display toggle
display off
display 7
display off

volurme -33
volume -34
volume -36
volume -38

setup 11 ?
setup 110
button trim
menu action
button left
menu action
button down
menu action
button down
menu action
button down
menu action
button trim
menu action
setup 11 7
setup 11 -3

main power is turned on hera

microcontroller comes out of reset
turn power on

mute relay activity
sources are selectad

mode is selected
program format is selected

select AV4 as audiofvideo source
mode is selected
a digital program format was found

display was turned off using the remote
display was again turned on using the remote

turn display off
turn display back on
turn display off again

ask display status

volume was adjusted using the remota

ask setup item 11 (LFE trim)

current value is 0 dB

emulate trim button press, enter trim setup
emulate left button, move to LFE trim
adjust 1 dB down

adjust 1 dB down

adjust 1 dB down

exit trim setup

ask LFE trim again
current value is 2 dB lower than before






